
BUS Cables
LON BUS H116

FRNC

Fixed installation, indoorType
1x2xAWG 16/19Cable structure
Copper, tinned (AWG 16/19)Inner conductor diameter:
PECore insulation:
wh, bkCore colours:
Double coreStranding element:
Polyester foil over stranded bundleSeparator:
-Shielding 1:
-Total shielding:
FRNCOuter sheath material:
app. 7,0 mm ± 0,4 mmCable external diameter:
Grey similar to RAL 7001Outer sheath colour:

Electrical data
85 Ohm ± 15 %Characteristic impedance:
15,8 Ohm/kmConductor resistance, max.:
0,02 GOhm x kmInsulation resistance, min.:
31,6 Ohm/km max.Loop resistance:
82 nF/km nom.Mutual capacitance:
300 VNominal voltage:
2 kVTest voltage:

Technical data
app. 65 kg/kmWeight:
85 mmbending radius, repeated:
-20°COperating temperature range min.:
+70°COperating temperature range max.:
1,25 MJ/mCaloric load, approx. value:
30,00 kg/kmCopper weight:
Halogen-free acc. to 60754-1Applicable standards:
Flame-retardant acc. to IEC 60332-1-2

Application
HELUKABEL® LON BUS H116 FRNC fored fix installation indoor acc. DIN EN 50090-2-2 (VDE 0892 Teil 2-2:1997-06).

805661, LON H116Part no.
Dimensions and specifications may be changed without prior notice.

214


